MKF-40E - MONTAJ ONCESi SON KULLANICI TARAFINDAN YAPILMASI GEREKENLER

ONEMLI: Yetkili servis teknisyenini cagirmadan 6nce, lutfen asagidakilerin tam ve eksiz yapilmis olduguna dikkat

edin. Asagidakilerden herhangi birinin eksik olmasindan kaynaklanacak bir aksaklik nedeniyle montaj yapilamaz
ise “yol ve saat Ucreti” tarafinizdan talep edilecektir.

Gerekli su basinci 2-4 Bar 8-10 It/dakika

Su sertligi (max.) / iletkenlik (max.) | 12°dF /1000 uS/ cm (252C)

Elektrik Baglantisi 380V/3N/50-60Hz

Kablo kesiti 5x6 TTR (R,S,T,Notr,Toprak)

Sigorta 50A trifaze sigorta (otomat) / 63A trifaze Kagak akim sigortasi
Su girisi %” (camasir makinesi muslugu)

ONEMLI UYARILAR
* Su girisi max 100 cm uzaginda olmaldir.

* Su sertligi 12°dF den ve iletkenlik 1000 uS/ cm’ten fazla ise su yumusaticisi kullaniniz. Kiregten ve iletkenlikten
meydana gelecek arizalar garanti kapsamina girmez |

* Makineye kadar elektrik ve su tesisatinin ¢ekilmesi musterinin sorumlulugundadir. Elektrik tesisatinda duvara

priz konmayacaktir.Cihazin ihtiyacini karsilayacak elektrik panosu ve otomat sigorta grubu yerden 180 cm
yukarida bulunmali ve makinenin yarkasinda sag yaninda olmadir.
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MAKINENIZi KULLANMADAN ONCE KULLANMA KILAVUZUNU MUTLAKA OKUYUN!



MKF-40E - BEFORE ASSEMBLY WHAT TO DO BY THE END USER

WATER PRESSURE NEEDED

2-4 Bar 8-10 It/min

WATER HARDNESS (max.) / CONDUCTIVITY (max.)

12°dF /1000 pS/ cm (259C)

ELECTRIC CONNECTIONS

380V/3N/50-60Hz

CABLE 5x6 TTR (R,S,T,Notr,Ground)
FUSE 50A trifaze (automat)/63A - 30mA leakage current relay
WATER INLET 34"

WARNINGS

* Water inlet max should be 100 cm long and the water pressure is less than 2 bar pressure pump to be used.

* Water hardness and conductivity from 12 ° dF 1000 S / cm more than the use of water softeners. Hardness and
conductivity of failures occur not covered by the warranty!
* With drawal of the machine until power and water supplies is the customer's responsibility. Electrical
installations will be installed in the wall outlet. Electrical panel to meet the needs of the device and vending
insurance group must be found above 180 cm from the ground and not on the machine. (k automat fuse)
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BEFORE USING YOUR MACHINE ALWAYS READ THE MANUAL!



